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Generators with other motors are available on request.

Low voltage at 42v.

No electronic connection required .

CONVERTER    

 No Plug Socket 
Needed 
Improved movement on 
the job.

 The AFG-AFD is ideal for jobs where 
electricity is not available.

The AFG-AFD series from Enar offers equipment perfect for 
obtaining high performance and finishing on intensive jobs. It 
also allows for several pokers to be used simultaneously. The 
available models come as petrol (Honda) or Diesel (Yanmar, 
Lonbardini) meaning it covers more of the user´s needs. 

QUALITY & EFFICIENCY 
Oversized motors for intensive jobs. A cage built to protect the 
motor and allow easier transportation.

TECHNICAL DARA

 Robust 
Designed to withstand 
pressure.

 The cage and shock absorbers provide a high 
level of protection to the motor.

 Complete Range 
Both petrol and diesel 
motors.

 The range of AFG-AFD motors cover the 
user´s needs with both Petrol and Diesel 
motors available upon request.

AFG-AFD

MODEL
WEIGHT

 (Kg)
Nº OUTPUT ENGINE

OUTPUT

POWER VOLTAGE/FREQUENCY

AFGH 2000 29 2 HONDA GX160 5.5 cv/Hp 1.8KVA 25A 42 V3~200Hz

AFDY 2000 31 2 YANMAR  L48AE 4.7 cv/Hp 1.8KVA 25A 42 V3~200Hz

AFDL 2000 21 2 LOMBARDINI 225 4.8 cv/Hp 1.8KVA 25A 42 V3~200Hz

AFDL 6000 69 4 LOMBARDINI 15 LD440 9cv/Hp 6KVA 82A 42 V3~200Hz


